


Phaser 3100MFP/S Phaser 3100MFP/X
Up to 21 ppm (Letter) / 20 ppm (A4)

Up to 10,000 pages / month

Automatic Document Feeder: 50 sheets;
Paper input Standard Platen Custom sizes: 5.6 x 5.8 in. t0 8.5 x 14 in. / 142 x 147 mm to 216 x 356 mm

Main Tray: 250 sheets; Sizes: Letter, Legal, A4, A5
Bypass Tray:1 sheet; Sizes: Letter, Legal, A4, A5, B5, Executive, A6

Paper output 50 sheets
First-page-out time As fast as 8.5 seconds
Resolution (max) Up to 600 x 600 dpi
Copy features @lation*, ID Card Copy, N-up*, Poster, Toner save mode (ECO Copy), Reduce/Enlarge, Manual two-sided, Clone, Auto Fit
First-page-out-time As fast as 13 seconds
Resolution (max) Up to 600 x 600 dpi
Memory 32 MB
Connectivity USB 2.0
Language support Host-Based
Print features Watermarks, N-up, Overlays, calendars*
Scan destinations Scan to desktop, $z&iSB memory drive, Scan to TWAIN/WIA applications
Up to 4800 x 4800 interpolated dpi, 600 x 600 optical dpi, Color Scanning,

Scan features Nuancé PaperPoftSE 11.0

NA Embedded fax (33.6 Kbps with M/MR/MMR/JBIG compression), PC Fax

Secure Fax Receive, up to 250 number directory/32 broadcast lists, 31 Mailboxes,
Fax features NA Polling, Auto redial, comhation reports, broadcast fax, memory receive, Delayed fax,
Fax answering machine, Fax rerouting, Receive to USB memory drive

One-year depot warranty, Xerox Total Satisfaction Guarantee

*On 3100MFP/X con‘“guration

Device Management Dimensions (WxDxH)
Companion Pro Software 3100MFP/S: 17.6 x 15.2 x 13.5in. / 447 x 386 x 344 mm;
Print Drivers Weight: 25.6 |b. /11.6 kg

Windows 2000/XP (32/64 bit)/Vista/ 2003 Server (32/64bit); ~ SLOOMFP/X: 17.6 X15.2x 16.2n. / 447 x 386 x 412 mm;
Mac 10.3 ... 10.5; Linux Red Hat 8 ... 9, Debian, Fedora, UbuntuVeight: 28.7 Ib. / 13 kg

Suse 9.2 and higher Certi" cations

FCC Part 15, Class B, Listed UL Cred 7 60950-1/CSA 60950-1-03;
CE Mark applicable to Directives 2006/95/EC, 2004/108/EC, The Phaser 3100MFP/X features a full keyboard

Media Handling
Main Tray: 16...28 Ib. bond/60...105 gsm

Bypass Tray: 15...43 Ib. bond/52...162 gsm and 1999/5/EC

ADF: 16... 24 Ib. bond/60...90 gsm What Comes In The Box .

Media types: Plain Paper, Envelopes, Transparencies € Phaser 3100MFP SHPPHES ) ) )

Operaing Envionment € it Carvidge (1500 paps StandordCapacty i Candge: 2,00 péges. 106701378
Temperature: 50 to 90° F/10 to 32° C € Software and Documentation CD, Quick Installation Guide, andard-Capacity Print Cartridge: 2,200 pages

Relative humidity: 15 to 80% Warranty Booklet, Registration Card Options

Sound pressure levels: Standby mode: < 30 dB(A), € USB Cable Voice over IP (VOIP) Adapter SEEWWW. XErox.com
Warm up: < 40 dB(A), Copying: < 63 dB(A), € Telephone Cord (with Fax copitation) USB Wireless Network Adapter 097N01683
Printing: < 53 dB(A) € Power cord

Electrical Supplies Recycling Program e e e s s 5T
Power: 120 VAC, 50/60 Hz; 220...240 VAC, 50/60 Hz Consumables for the Phaser 3100MFP are part of the

Power consumption: 340 W Xerox Green World Alliance Supplies Recycling Program.

Power Save Mode: Under 12 W For more information, please visit the Green World Alliance

ENERGY STAguali‘ed website atvww.xerox.com/gwa
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